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JEDNOPOLOVA SCHEMA PRIPOJENIA MALEHO ZDROJA
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Distribucna siGstava ZSDIS, a.s.

10kW
Huawei SUN2000
-10KTL-M1

Vykon FVE panela 460wp
Pocet panelov  32ks
Instalovany vykon panelov 14,72 kwp

FVST  FVS2
NN\

Batéria(21kWh)
1xLUNA2000-10KW-C1
DC/DC module
3xHUAWEI
LUNA2000-7-E1

LEGENDA

INV - Striedat

ACR - AC rozvadzat

DCR - DC rozvadzac

FVP - Fotovolticky panel
ELM - Elektromer

HI HL. istic pred elektromer
FA - Istiaci prvok

FVS - String fotovolt. panelov
HRM - Hlavné rozpojovacie miesto

v

BAT - Batériové ulozZisko
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EP Huawei SUN2000-10KTL-M1
Nastavenie ochran podla ZSD:
PRIVOD 2R Parameter: | Vypinact &as: | Vypnutie:
nadpitie L-N | 3,0 sek. 203V
podpdtie L-N | 1,5 sek. 196 V
podfrekv. L=N | 0,2 sek. 47,5 Hz
nadfrekv. L-N | 0,2 sek. .5 Hz
Poznamka:

Stykac KM1 je hlavné rozpojovacie miesto (HRM) pre FVZ
na ktoré posobi ochrana ELKO HRN 100
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1.2

TECHNICKA SPRAVA

Rozsah dokumentacie

Predmetom tejto projektovej dokumentécie, (ohldsenie drobnej stavby), je inStalicia malého zdroja
(fotovoltického zariadenia) na streche objektu, na adrese k.u.: Nové Mesto nad Vahom, Sportova
493/26, Nové Mesto nad Vahom.

Nézov projektu: FVZ KOLKAREN - NMnV

Projektové podklady

Projektova dokumentécia bola vypracovana na zaklade tychto podkladov:
e stavebné vykresy dodané investorom

e poziadavky investora

e poziadavky dodavatel’a elektrickej energie
e platné normy STN,vtahujice sa na projektované zariadenie najma:

STN 33 2000-1:2009
STN 33 2000-4-41:2019
STN 33 2000-4-43:2010

STN 33 2000-4-443:2007

STN EN 60446:2008

STN 33 2000-5-51:2010
STN 33 2000-5-52:2012
STN 33 2000-5-54:2008

STN 33 2130:1985
+zmeny A11-16:1997
+zmena A17:2001
+zmena A18:2001
+zmena A19:2001
+zmena Z1:2004

STN 33 2000-7-701:2007

STN 33 2312:2013
+zmena 1-3:1992
STN EN 62305-3

STN 33 3320:2002

Elektrické instalacie budov,Cast 1:Rozsah platnosti,tcel a zakladné
principy

Elektrické instalacie budov,Cast 4:Zaistenie bezpeénosti,Kapitola
41:0chrana pred urazom elektrickym pridom

Elektrické instalacie budov,Cast 4:Zaistenie bezpeénosti,Kapitola
43:0chrana pred nadpridom

Elektrické instalacie budov,Cast 4:Zaistenie bezpeénosti,Kapitola
44:0chrana pred prepatiami,Oddiel 443:0chrana pred prepatiami
atmosferického pévodu alebo spinania

Zakladné a bezpecnostné zasady pre rozhranie ¢lovek-
stroj,0znacovanie a identifikacia,ldentifikacia vodicov farbami alebo
Cislicami

Elektrické instalacie budov,Cast 5:Vyber a stavba elektrickych
zariadeni,Kapitola 51:Spolo¢né pravidla

Elektrické instalacie budov,Cast 5:Vyber a stavba elektrickych
zariadeni,Kapitola 52:Elektrické rozvody

Elektrické instalacie budov,Cast 5:Vyber a stavba elektrickych
zariadeni,Kapitola 54:Uzemnovacie sustavy a ochranné vodice
Elektrotechnické predpisy,Vnutorné elektrické rozvody

Elektrické instalacie budov,Cast 7:PoZiadavky na osobitné instalacie
alebo priestory,Oddiel 701:Priestory s varfiou alebo sprchou

a umyvacie priestory

Elektrotechnické predpisy,Elektrické zariadenia malého a nizkeho
napatia v pevnych horlavych materialoch a na nich

Ochrana pred bleskom,Cast 3:0chrana stavieb

a ohrozenie Zivota

Elektrické pripojky

Vyhlaska MPSVaR SR ¢.508/2009 Z.z. na zaistenie bezpecnosti a ochrany zdravia pri praci a bezpecnosti
technickych zariadeni v zneni neskorsich predpisov

Vyhlaska SUBP ¢.59/1982 Zb. ktorou sa uréuju zakladné poziadavky na zaistenie bezpecnosti prace

a technickych zariadeni v zneni vyhlasky ¢.374/1990 Zb.a vyhlasky ¢.484/1990 Zb.

Zakon NR SR ¢.124/2006/ Z.z. o bezpecénosti a ochrane zdravia pri praci v zneni zakona ¢.309/2007 Z.z.
Viyhldgka MZP SR €.453/2000 Z.z.,ktorou sa vykondvaju niektoré ustanovenia Stavebného zékona.
Zakon MVaRR SR €.90/1998 Z.z. o stavebnych vyrobkoch v zneni neskorsich predpisov(zakon

¢.413/2000 Z.z.)

Zakon €.264/1999 Z.z. o technickych poZiadavkach na vyrobky a posudzovani zhody



a dalsie s nimi sulvisiace normy a predpisy
Vyhlaska MV SR €.79/2004 o vykonavani kontroly protipoZiarnej bezpecnosti pri prevadzkovani
elektrickych zariadeni
Vyhlaska MV SR ¢.94/2004 ktorou sa ustanovuju technické poZiadavky na protipoZiarnu bezpeénost pri
vystavbe a pri uzivani stavieb
STN EN 50549-1 (33 0123): 2019 Poziadavky na generatory urcené na pripojenie paralelne s distribu¢nou
sietou. Cast 1: Pripojenie na distribuénu siet nizkeho napétia (LV). Generatory do typu B vratane
STN EN 50549-2 (33 0123): 2019 PozZiadavky na generatory urcené na pripojenie paralelne s distribu¢nou
sietou. Cast 2: Pripojenie na distribuénu siet vysokého napétia (MV). Generatory do typu B vratane
STN 33 2000-5-551 (33 2000): 2010 Elektrické instaldcie nizkeho napitia. Cast 5-55: Vyber a stavba elektrickych
zariadeni. Iné zariadenia. Oddiel 551: Nizkonapatové generatorové agregaty
STN 33 2000-7-712 (33 2000): 2016 Elektrické instalacie budov. Cast 7-712: PoZiadavky na osobitné instalacie
alebo priestory. Fotovoltické (PV) systémy
STN 33 2000-8-2 (33 2000): 2019 Elektrické instalacie nizkeho napatia. Cast 8-2: Elektrické instalacie nizkeho
napatia s kombinovanou vyrobou/spotrebou elektrickej energie
STN EN IEC 62909-1 (33 4211): 2018 Obojsmerné vykonové menice pripojené na elektrickd siet. Cast 1:
VSeobecné poZiadavky
STN EN IEC 62909-2 (33 4211): 2019 Obojsmerné vykonové menice pripojené na elektricku siet. Cast 2:
Rozhranie vykonovych menicov pripojenych na elektricku siet (GCPC) a distribuovanych zdrojov energie
STN P CLC/TS 51643-32 (34 1392): 2020 Ochranné zariadenia proti prepétiu nizkeho napatia. Cast 32:
Prepatové ochranné zariadenia pripojené na stranu DC fotovoltaickych zariadeni. Zasady vyberu a pouZitia
STN EN 61643-31 (34 1393): 2019 Nizkonapatové prepatové ochranné pristroje. Cast 31: Poziadavky a
skuSobné metddy pre prepatové ochranné pristroje (SPD) vo fotovoltickych instalaciach
STN EN 50618 (34 7620): 2015 Elektrické kable pre fotovoltické systémy
STN EN 61194 (36 4620): 2001 Charakteristické parametre samostatnych fotovoltickych (PV) systémov
STN EN IEC 62790 (36 4624): 2021 Spajacie elektroinstalacné Skatule pre fotovoltické moduly. PoZiadavky na
bezpecnost a skusky
STN EN 50380 (36 4630): 2018 Poziadavky na oznacovanie a dokumentdciu fotovoltickych modulov
STN EN IEC 61730-1 (36 4634): 2019 Postdenie bezpeénosti fotovoltického (PV) modulu. Cast 1: Konstrukéné
poziadavky
STN EN 62109-1 (36 4641): 2010 Bezpecnost vykonovych menicov pouzivanych vo fotovoltickych energetickych
systémoch. Cast 1: Vieobecné poZiadavky
STN EN 62109-2 (36 4641): 2012 Bezpecnost vykonovych meniéov pouZivanych vo fotovoltickych energetickych
systémoch. Cast 2: Osobitné poziadavky na striedace
STN EN 62446-1 (36 4670): 2016 Fotovoltické (PV) systémy. PoZiadavky na skusanie, dokumentaciu a udrzbu.
Cast 1: Systémy pripojené na elektrickd rozvodnd siet. Dokumentdcia, preberacie skisky a prehliadka
STN EN IEC 62446-2 (36 4670): 2020 Fotovoltické (PV) systémy. PoZiadavky na skusanie, dokumentdciu a
udrzbu. Cast 2: Systémy pripojené na elektrickl rozvodnd siet. Udrzba PV systémov
STN EN 1990 (73 0031): 2009 Eurokdd. Zasady navrhovania konstrukcii
STN EN 1991-1-1 (73 0035): 2007 Eurokdd 1. ZataZenia konstrukcii. Cast 1-1: Vieobecné zataZenia. Objemova
tiaz, vlastna tiaz a Uzitkové zataZzenia budov

1.3 Prostredie

Prostredie je ur¢ené protokolom ¢.20022025, ktory je st¢astou tejto projektovej dokumentacie
nasledovne:

-vnutorné priestory objektu - prostredie vnitorné s regulaciou teploty

-vonkajsi priestor, fasada a strecha objektu - prostredie vonkajsie

Blizsie urCenie vonkajsich vplyvov vid’ vysSie uvedeny protokol.

14 Napiitové sustavy
2DC 1000V, IT
3PEN AC 50Hz, 230/400V,TN-C
3 N PE AC 50Hz, 230/400V,TN-S
1 N PE AC 50Hz, 230V, TN-S
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1.6

1.7

1.8

1.9

Privod NN

Bod rozdelenia vodi¢a PEN na neutralny vodi¢ (N) a ochranny vodi¢ (PE) je v elektromerovom
rozvadzaci.

Elektricka pripojka je ponechana bez zmeny, s hlavnym isti¢om pred elektromerom typu B40/3.

Ochrana pred drazom elektrickym priidom/STN 33 2000-4-41:2019/

-ochranné opatrenie podla ¢L.411 : samocinné odpojenie napajania
-zakladna ochrana je zabezpeéena zakladnou izolaciou zivych €asti a krytmi
-ochrana pri poruche je zabezpecena ochrannym pospajanim a samocinnym odpojenim
napajania pri poruche

Krytie elektrickych zariadeni
IP20 pre vnutorné priestory
IP44 vonkajsi priestor a priestor pod pristreSkom

Farebné znacenie vodicov
podl'a STN EN 60446:2002: krajné vodice - farba ¢ierna,hned4 a Seda
neutralny vodi¢ N — farba svetlo modra
ochranny vodi¢ PEN resp.PE - kombinacia farieb zelend a zIta
solarny vodi¢ + tmavomodra
solarny vodi¢ - ¢ervena

Popis technického rieSenia

Bleskozvod objektu
Stavba ma instalovanti ochranu pred bleskom podl'a STN EN 62305.

Ak je inStalovand ochrana pred bleskom a prepétim podla STN EN 62305. Vsetky nosné kovové
konstrukcie fotovoltickych panelov treba navzajom elektricky prepojit'(ekvipotencidlne prepojit/spojit
na spolo¢ny potencial) a pripojit’ k ekvipotencialnej svorke minimalne pevnym vodi¢om s dimenziou
Cu 16 mm2. Na vstupe napajania do objektu zo strany siete inStalujeme SPD triedy 1. Na AC strane
menica instalujeme SPD triedy 2, na DC strane menica tiez SPD triedy 1 a 2 urCenej na trvalé zat'’azenie
DC napétim.

Poznamky:

1. Dalsie SPD pri chranenych zariadeniach treba initalovat, ak prekroé¢ime 10 m medzi SPD a
zariadenim, ktoré chranime (napr. vzdialenost’ medzi fotovoltickymi panelmi a SPD za meni¢om je viac
ako 10 m).

2. Na kazdy MPP tracker in§talujeme jednu SPD.

Fotovoltika
Bude realizovana vystavba malého zdroja elektrickej energie S vykonom 10kW.

Generator:
32ks fotovoltickych panelov 29x 32x CSI Solar Co., Ltd. CS6.2-48TD-460W o jednotkovom
vykone 460W.
Panely st zapojené do dvoch sérii (stringov).

Striedac:
1ks OnGrid meni¢ Huawei SUN2000-10KTL-M1. Nominalny AC vykon teda bude 10,0 KW.

Zariadenie na odmeriavanie vlastnej spotreby: bude instalovany SmartMeter DTSU100 na hlavnom
privode do objektu v rozvadza¢i RH. Ten bude prepojeny s meni¢om Huawei SUN2000-10KTL-M1
pomocou komunika¢ného vodica CAT6e.
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Bude instalované batériové ulozisko o kapacite 21kWh. Batériové tulozisko od vyrobcu Huawei.
V zlozeni:

1x LUNA2000-10KW-C1 DC/DC module na riadenie vykonu a 3x HUAWEI LUNA2000-7-E1
0 jednotkovej kapacite 6,9 kWh. Meni¢ a batériové ulozisko bude prepojené pomocou vodi¢ov + a —
SolarFlex 6mm ukonéenymi MC4 konektormi. A pomocou komunika¢ného vodi¢a Cat6E.

Na Sikmej trapézovej streche objektu s orienticiou vychod zapad, je nainStalovanych 32  kusov
fotovoltickych panelov na vychode 16ks a na zdpade 16ks S jednotkovym vykonom 460W. DC vykon
celého FVZ bude 14,72 kW.

Fotovoltické panely st zapojené v dvoch okruhoch, S1(stringl) 16 a S2(string2) 16 panelov. Vyrobené
jednosmerné napitie je pripojené prostrednictvom vodi¢ov SOLARFLEX 6mm? do DC rozvadzada.
V DCR rozvadzaci su zabezpecené dané okruhy proti nadppudu, a tak isto sa chranené aj proti prepétiu.
Z DCR skrinky ida vodi¢e SOLARFLEX 6mm? atie budi zapojené do meni¢a. Meni¢ bude menit’
jednosmerny prud z fotovoltickej zostavy na striedavy a tento bude nasledne dovedeny vodicom CYKY
5x4 mm? do rozvadzata ACR v objekte. Kabel bude ukonCeny na svorkach stykaca KMI1. Cievka
stykaca bude zapojend do napédtovej a frekvencnej ochrany (ELKO HRN-100). Tato spolu
s trojfazovym stykacom (25A) bude zabezpecovat’ Hlavné rozpojovacie miesto (HRM). Z rozvadzaca
ACR pomoocou vodia CYKY-J 5x4mm2 bude vykon vyvedeny do hlavného rozvadzaéa RH
Vv objekte. Dana napidtova a frekvencnd ochrana bude monitorovat napdajanie siete a V pripade
akejkol'vek poruchy v prenosovej stistave automaticky odpoji FVZ od distribu¢nej NN siete.

Prevadzka FVZ bude riesena plne automaticky bez potreby pritomnosti 0sdb pri normalnom procese
vyroby. Pri normalnej prevadzke bude bezpecnost FVZ riesena tak, aby neohrozovala bezpe¢nost
obsluhy ani inych osob.

Stavebné rieSenie

Stavebné riesenie ako také nebude vykonavané. Nebude potrebné vykonat’ Standardné stavebné
rieSenie, a to ako pomocou Standardnych pevnych stien, sadrokartonovych priecok a ziadnych
d’al$ich podobnych uprav.

KonS$trukéné a materialové rieSenie

Konstrukcia bude dodana od certifikovaného vyrobcu konstrukeii.

Na streche objektu budi umiestnené fotovoltaické panely, ktoré budt uloZené na

konstrukcii a t4 bude ulozena na streche budovy. Strecha je $ikma a nie je nutné vykonat’ jej apravu.
Instalacia prebehne aby nedoslo k zasahu do funkénej Gasti strechy, aby nedoslo k zatekaniu. Dalej buda
jednotlivé vedenia ulozené na streche a pripadne umiestnené do chraniciek tak aby nedochadzalo
k voI'nému pohybu vedeni a pripadnému poskodeniu objektu.

Fotovoltaické panely budi umiestnené tak aby nenarusovali vizual budovy. Umiestnia sa tak aby panely
nebolo vidiet. Pri pohl'ade z okolitych komunikécii, travnatych ploch a podobne.

Prechod vedeni nebude narusovat’ plast’ objektu vyuziju sa uz jestvujice prestupy do budovy.

V objekte bude fotovoltaické zariadenie pripojené uz na jestvujuce vedenia v objekte.

Mechanicka odolnost’ a stabilita.

Na strese budu uchytené konstrukcie a panely a to tak, aby nedochadzalo k posunom v ramci strechy,
kde bude vykonana instalacia. Dalej bude uchytenie vykonané pevne, a to tak aby nedoslo k uvolneniu
materialov zo strehy, a nevznikli nebezpedné situacie, pre uzivatel'ov komunikaciou okolo budov.
Panele budu instalované na certifikovant konstrukciu od vyrobcu K2 systems.

Ochrana a vplyv na Zivotné prostredie

Navrhovana elektricka instalacia,jej vystavba a prevadzka, nebude mat’ nepriaznivy vplyv na zivotné
prostredie, nie je zdrojom znecistenia ovzdusia, vody a ani zdrojom ohrozenia Zivo&ichov. Z dévodu
vybudovania predmetnej elektrickej inStalacie nevzniknu ziadne odpady, ktoré by boli charakterizované
ako $kodlivé v zmysle vyhlasky MZP SR ¢.284/2001 Z.z.

Bezpec¢nostné predpisy
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Pri realizécii elektrickej instalacie je podl'a STN 34 3100 uvazovana praca na elektrickom zariadeni bez
napitia.

Bezpecnost prace je zabezpecena:

e vyhotovenim ochrany pred zasahom elektrickym pradom

e  krytmi,izolaciou,vymedzenou polohou elektrickych zariadeni

e samodinnym odpojenim napéjania elektrickych zariadeni v zmysle STN 33 2000-4-41:2019

e inStalovanim bezpecnostnych znaciek

Elektricka inStalacia,rieSend touto projektovou dokumenticiou,je urcend ako technické zariadenie
elektrické s vy$Sou mierou ohrozenia skupina B podla vyhlasky MPSVaR SR €.508/2009 Z.z.
Montazne prace mozu vykonat’ len pracovnici s kvalifikdciou v zmysle vyssie uvedenej vyhlasky.

Pred uvedenim do prevadzky,vykona dodavatel’ montaznych prac na predmetnej elektrickej instalacii,
vychodiskovi odbornu prehliadku a skusku podl'a normy STN 33 2000-6:2018.

Preukazanie odbornej sposobilosti

Matej Funak, §23 Elektrotechnik pre riadenie ¢innosti alebo riadenie prevadzky v rozsahu Technické
zariadenia elektrické napdtim do 1000V vratane bleskozvodov v objektoch triedy A — bez
nebezpecenstva vybuchu — osvedcenie vydal FrantiSek Wenzel Hlavna 21/43, Kuzmice, diia 5.9.2024 v
Kosiciach. Cislo osved&enia: 045/2024.

Datum: 20.2.2025 Vypracoval: Matej Funak



PROTOKOL C. 20022025 o uréeni vonkajsich vplyvov

vypracovany odbornou komisiou

Zlozenie komisie:

predseda Matej Funak projektant elektro
Clenovia Dobrovol'ny kolkarsky klub investor
Stavba: FVZ KOLKAREN - NMnV
Miesto stavby: k.0.: Nové Mesto nad Vahom, Sportova 493/26
Pouzité podklady: Norma STN 33 2000-5-51:2010, STN 33 2000-7-701:2007
a d’alie suvisiace normy a predpisy
Prilohy: Priloha ¢.1 Rozpis vonkajsich vplyvov
Popis technického rieSenia: Jedna sa o fotovoltaické zariadenie umiestnené na Sikmej streche objektu

0 vykone 10kWp. Orientacia rozloZenia panelov na vycod a zapad,
zapojenych do dvoch stringov.

Rozhodnutie:

Vnutorné priestory rodinného domu su uréené ako vnutorné priestory s regulovanou teplotou.

Pre tieto priestory su stanovené vonkaj$ie vplyvy podl'a normy STN 33 2000-5-51:2010 nasledovne:
kéd vplyvov - 102
AA5,AB5,AC1,AD1,AELAF1,AGL1,AHL,AKL,ALL,AM1-2,AN2,AP1,
AQ2,AR1, BAl, BB2, BC2, BD1, BE1, CAl1, CA2, CB1

Vonkajsi priestor a fasada objektu su uréené ako priestory, ktoré su vystavené priamo vonkajsej klime.

Pre tieto priestory sa stanovené vonkajsie vplyvy podla normy STN 33 2000-5-51:2010 nasledovne:
kéd vplyvov - 101
AA3+AA5,AB3+AB5,AC1,AD2,AEL1,AF1,AG1,AH1,AKL,ALL,AM1-2,
AN3,AP1,AQ3,AS1,AT1, BAL, BB2, BC2, BD1, BE1, CA1l, CB1

Zdovodnenie: Komisia rozhodla na zéklade platnych elektrotechnickych a d’alsich

predpisov STN a technickych udajov od vyrobcov a dodavatel’ov stavebnych
a elektrotechnickych materialov a zariadeni.

Protokol spisany dia 20.2.2025 predseda komisie



Priloha €.1 k protokolu o uréeni vonkajsich vplyvov €. 20022025

Kod Priestor

Vonkajsi vplyv 101 102
AA - Podmienky prostredia AA3+AA5 AA5
AB - Atmosféricka vihkost AB3+AB5 AB5
AC - Nadmorska vyska AC1 AC1
AD - Vyskyt vody AD2 AD1
AE - Vyskyt cudzich penych telies AE1 AE1
AF - Vyskyt korozivnych latok AF1 AF1
AG - Mechanické namahanie-narazy,otrasy AG1 AG1
AH - Vibracie AH1 AH1
AK - Vyskyt rastlinstva alebo plesni AK1 AK1
AL - Vyskyt Zivo&ichov AL1 AL1
AM - Elektromagnetické vplyvy AM1-2 AM1-2
AN - SIneéné zZiarenie AN3 AN2
AP - Seizmické Ucinky AP1 AP1
AQ - Blesk AQ3 AQ2
AR - Pohyb vzduchu N AR1
AS - Vietor AS1 N
AT - Snehova prikryvka AT1 N
BA - Spbsobilost oséb BA1 BA1
BB - Elektricky odpor ludského tela BB2 BB2
BC - Dotyk 0oséb so zemou BC2 BC2
BD - Podmienky uniku v nebezpecenstve BD1 BD1
BE - Povaha skladovanych latok BE1 BE1
CA - Stavebné materialy CAl CA1,CA2
CB - Konstrukcia stavby CB1 CB1

Poznamka
N - neurcuje sa




SUN2000-3-10KTL-M1 (silnoprouda verze)

Inteligentni regulator energie

©

Aktivni
bezpecnost

Vyssi
vynosy

AZ o0 30 % vice energie
s optimalizatorem’

Aktivni ochrana pred
elektrickym obloukem s Al

Pfipravenost
na baterie

Rozhrani baterie Plug & Play?

Flexibilni

komunikace

Podporovana komunikace WLAN,
rychly (fast) ethernet, 4G

Vi

HUAWEI

Krivka ucinnosti
Uc¢innost [%]

D

Schéma zapojeni

C

100 % spinat
98 % PV1+ O——ofoo— —
MPPT1 . .
PV1- EMI iy |z\o/{asctsf rnellé
96 % :j—“ F Filtr T e
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Vystupni EMI —9—0 2
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90 % SPD — e o .
JT; BAT+ EPE
BAT-o— -
0% 20 % 40 % 60%  80% 100 % sFP
— 470V 600 V 850 V -
Z4té7 [%] SUN2000-3/4/5/6/8/10KTL-M0/M1
Plati pouze pro inteligentni energetické centrum SUN2000-3/4/5/6/8/10KTL-M1.
2 SUN2000-3/4/5/6/8/10KTL-MO0 bude v 1. Etvrtleti 2021 kompatibilni s inteligentnim fetézcem ESS HUAWEL.
11
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SUN2000-3/4/5/6/8/10KTL-M1 (silnoprouda verze)
Technické specifikace

L - SUN2000 SUN2000 SUN2000 SUN2000 SUN2000 SUN2000

Technické specifikace -3KTL-M1 -4KTL-M1 -5KTL-M1 -6KTL-M1 -8KTL-M1 ~10KTL-M1
Ucinnost

Max. Geinnost 98,2 % 98,3 % 98,4 % 98,6 % 98,6 % 98,6 %

Evropska vazena Gcinnost 96,7 % 97,1 % 97,5 % 97,7 % 98,0 % 98,1 %

Ptikon (FV)

Doporuceny max. FV vykon! 4 500 Wp 6 000 Wp 7 500 Wp 9 000 Wp 12 000 Wp 15 000 Wp
Max. vstupni napéti2 1100V

Rozsah provozniho napéti? 140 V az 980 V

Spoustéci napéti 200 V

Jmenovité vstupni napéti 600 V

Maximalni vstupni proud na MPPT 135A

Max. zkratovy proud 195 A

Pocet sledovacich zafizeni MPP 2

Maximalni pocet vstup(i na sledovaci 1

zafizeni MPP

Vstup (DC baterie)

Kompatibilni akumulator Chytry retézec HUAWEI Smart String ESS 5 kWh - 30 kWh

Rozsah provozniho napéti 600 V az 980 VvV

Maximalni pracovni proud 16,7 A

Max. dobijeci vykon 10 000 W

Max. vybijeci vykon 3300 W 4400 W 5500 W 6 600 W 8800 W 10 000 W

Vystup (do sité)

Pfipojeni do sité Trifazové

Jmenovity vystupni vykon 3000 W 4 000 W 5000 W 6 000 W 8 000 W 10 000 W
Max. zdénlivy vykon 3300 VA 4400 VA 5500 VA 6 600 VA 8800 VA 11 000 VA*
Jmenovité vystupni napéti 220 VAC/ 380 VAC, 230 VAC /400 VAC,3 W / N + PE

Jmenovity stfidavy sitovy kmitocet 50 Hz / 60 Hz

Max. vystupni proud 51A 6,8 A 85A 10,1 A 135A 16,9 A
Regulovatelny Gcinik 0,8 kapacitni - 0,8 indukéni

Max. celkové harmonické zkresleni <3%

Vystup (mimo sit)

Zalozni box Zalozni box - B1

Maximalni zdanlivy vykon 3000 VA 3300 VA 3300 VA 3300 VA 3300 VA 3300 VA
Jmenovité vystupni napéti 220V /230 V

Maximalni vystupni proud 136 A 15A 15A 15A 15A 15A
Rozsah Géiniku 0,8 kapacitni - 0,8 indukéni

Funkce a ochrany

Odpojovaci zatizeni na strané vstupu Ano
Ochrana proti ostrovnimu efektu Ano
Ochrana proti obracené polarité stejnosmérného okruhu Ano
Monitorovani izolace Ano
Prepétova ochrana stejnosmérného (DC) okruhu Ano, kompatibilni s tfidou ochrany TYP Il podle normy EN/IEC 61643-11
Prepétova ochrana stridavého (AC) okruhu Ano, kompatibilni s tfidou ochrany TYP Il podle normy EN/IEC 61643-11
Monitorovani zbytkového proudu Ano
Nadproudova ochrana stfidavého okruhu Ano
Ochrana proti zkratu v AC obvodu Ano
Prepétova ochrana AC Ano
Ochrana pred obloukovou poruchou Ano
Prijimac hromadného dalkového ovladani Ano
Integrovana obnova PIDS Ano
Reverzni dobijeni baterie ze sité Ano
Zakladni udaje
Rozsah provoznich teplot -25 az + 60 °C (-13 az 140 °F)
Relativni vlhkost pti provozu 0-100 % RV
Maximalni provozni nadmorska vyska 4000 m (13 123 ft) (pokles vykonu nad 2 000 m)
Chlazeni Pfirozené proudéni
Zobrazeni Kontrolky LED; integrovanad WLAN + FusionSolar APP
Komunikace RS485; WLAN/ethernet pfes Smart Dongle-WLAN-FE; 4G/3G/2G pies Smart Dongle-4G (na prani)
Hmotnost (véetné montazniho drzaku) 17 kg (37,5 lb)
Rozméry (vcetné montazniho drzéku) 525 x 470 x 146,5 mm (20,7 x 18,5 x 5,8")
Stupen kryti P65
Nocni spotfeba energie <5,5 Ws

Kompatibilita optimalizatoru
Optimalizator kompatibilni s DC MBUS SUN2000-450W-P, SUN2000-450W-P2, SUN2000-600W-P

Standardni shoda (dalSi jsou k dispozici na vyZadani)

Certifikat EN/IEC 62109-1, EN/IEC 62109-2, IEC 62116
L G98, G99, EN 50438, CEl 0-21, VDE-AR-N-4105, AS 4777, C10/11, ABNT, UTE C15-712, RD 1699, TOR D4, NRS 097-2-1, IEC61727,
Normy pro pfipojeni k siti IEC62116, DEWA

"Maximalni FV pfikon stfidace je 20 000 Wp, pokud jsou navrzeny dlouhé fetézce a plné propojeny s optimalizatory vykonu SUN2000-450W-P, SUN2000-450W-P2, SUN2000-600W-P.

2Maximalni vstupni napéti je horni hranice stejnosmérného napéti. Jakékoli vy33i vstupni stejnosmérné napéti by mohlo poskodit st¥idac.

3Jakékoli stejnosmérné vstupninapéti mimo rozsah provozniho napéti mize zpUsobit nespravnou funkci stfidace. 12
4C10/11:10 Q00 VA

5SUN2000-3az10KTL-M1 zvy3uje potencidl mezi PV- a zemi nad nulu prostfednictvim integrované funkce obnovy PID pro obnovu degradace modulu z PID. Mezi podporované typy modul patfi: Typ P (mono, poly).

6 <10 W, kdyz je aktivovana funkce obnovy PID.



TOPHiKu6

N-type TOPCon Technology
435 W ~ 460 W

CS6.2-48TD-435 | 440 | 445|450 | 455 | 460

MORE POWER

Module power up to 460 W
Module efficiency up to 23.0 %

Excellent anti-LeTID & anti-PID performance.
Low power degradation, high energy yield

increases energy yield in hot climate

PG
i

L

Lower LCOE & system cost

MORE RELIABLE

Tested up to ice ball of 35 mm diameter
according to IEC 61215 standard

Minimizes micro-crack impacts

Heavy snow load up to 6000 Pa,
wind load up to 4000 Pa*

* For detailed information, please refer to the Installation Manual.

CSI Solar Co., Ltd.

Lower temperature coefficient (Pmax): -0.29%/°C,

4
-
-

>r CanadianSolar

Industry Leading Product Warranty on Materials
and Workmanship*

Linear Power Performance Warranty*

15t year power degradation no more than 1%
Subsequent annual power degradation no more than 0.4%

*Subject to the terms and conditions contained in the applicable Canadian Solar Limited
Warranty Statement. Also this 25-year limited product warranty is available only for pro-
ducts installed and operating on rooftops in certain regions.

MANAGEMENT SYSTEM CERTIFICATES*

ISO 9001:2015 / Quality management system

ISO 14001:2015 / Standards for environmental management system

ISO 45001: 2018 / International standards for occupational health & safety
IEC62941: 2019 / Photovoltaic module manufacturing quality system

PRODUCT CERTIFICATES*

IEC 61215 /1EC 61730
UL 61730/1EC 61701 /IEC 62716
UNI 9177 Reaction to Fire: Class 1 / Take-e-way

& @@E-s

* The specific certificates applicable to different module types and markets will vary,

and therefore not all of the certifications listed herein will simultaneously apply to the
products you order or use. Please contact your local Canadian Solar sales representative
to confirm the specific certificates available for your Product and applicable in the regions
in which the products will be used.

CSI Solar Co., Ltd. is committed to providing high quality solar
photovoltaic modules, solar energy and battery storage solu-
tions to customers. The company was recognized as the No. 1
module supplier for quality and performance/price ratio in the
IHS Module Customer Insight Survey. Over the past 23 years,
it has successfully delivered over 133 GW of premium-quality
solar modules across the world.

199 Lushan Road, SND, Suzhou, Jiangsu, China, 215129, www.csisolar.com, support@csisolar.com



ENGINEERING DRAWING (mm) C€56.2-48TD-455 / I-V CURVES
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ELECTRICAL DATA | STC* MECHANICAL DATA
CS6.2-48TD 435 440 445 450 455 460 Specification Data
Nominal Max. Power (Pmax) 435W 440 W 445W 450 W 455W 460 W  Cell Type TOPCon cells
Opt. Operating Voltage (Vmp) 44.2V 444V 446V 448V 450V 452V  Cell Arrangement 1442x(12x6)]
Opt. Operating Current (Imp) 9.85A 9.91 A 9.98 A 10.05A10.12A10.18 A DI . 1762 x 1134 x30 mm
imensions
Open Circuit Voltage (Voc) 523V 52,5V 527V 529V 53.1V 533V (69.4x44.6 x1.18in)
Short Circuit Current (Isc) 10.47 A10.54 A10.61 A10.68 A10.75 A10.82 A Weight 24.6 kg (54.2 Ibs)
Module Efficienc 21.8% 22.0% 22.3% 22.5% 22.8% 23.0% 2.0 mm heat strengthened glass with
o g T y " 40°C° +85°2 - - - - Front Glass anti-reflective coat?ng
perating Temperature . Back Glass 2.0 mm heat strengthened glass
Max. Syst.em Voltage 1500V (IEC/UL) Frame Anodized aluminium alloy
Module Fire Performance TYPE 29 (UL 61730) or CLASS C (IEC 61730) J-Box IP68, 3 bypass diodes
Max. Series Fuse Rating 20 A Cable 4 mm? (IEC), 12 AWG (UL)
Protection Class Class II
Cable Length Portrait: 300 mm (11.8 in) (+) / 200 mm
Power Tolerance 0~+10W (Including Connector) (7.9 in) (-); landscape: 1100 mm (43.3 in)*
:‘altJ:ie;fS;:?gard Test Conditions (STC) of irradiance of 1000 W/m?, spectrum AM 1.5 and cell tempe- Connector T6 or MC4-EVO2 or MC4-EVO2A
Per Pallet 36 pieces
ELECTRICAL DATA | NMOT* Per Container (40' HQ) 936 pieces
* For detailed inf ion, pl local Canadian Solar sal d techni-
C562-48TD 435 440 445 450 455 460 calorgpf::éstalt?vsg.l'ﬂatlon please contact your local Canaadian >olar sales an techni

Nominal Max. Power (Pmax) 329W 333W 337W 340 W 344 W 348 W
Opt. Operating Voltage (Vmp) 41.8V 42.0V 422V 424V 425V 427V
Opt. Operating Current (Imp) 7.87A 7.93A 7.98A 8.04A 8.09A 8.14A

Open Circuit Voltage (Voc) 495V 49.7V 499V 50.1V 50.3V 505V TEMPERATURE CHARACTERISTICS

Short Circuit Current (Isc) 8.44 A 849A 855A 860A 866A 8.72A Specification Data

* Under Nominal Module Operating Temperature (NMOT), irradiance of 800 W/m?* spectrum AM 1.5, Temperatu re Coefficient (Pmax) -0.29 %/ °C

ambient temperature 20°C, wind speed 1 m/s. :
Temperature Coefficient (Voc) -0.25 %/ °C
Temperature Coefficient (Isc) 0.045% / °C

Nominal Module Operating Temperature 41 + 3°C

PARTNER SECTION

* The specifications and key features contained in this datasheet may deviate slightly from our actual
products due to the on-going innovation and product enhancement. CSI Solar Co., Ltd. reserves the
right to make necessary adjustment to the information described herein at any time without further
notice.

Please be kindly advised that PV modules should be handled and installed by qualified people who
have professional skills and please carefully read the safety and installation instructions before using

CSI Solar Co., Ltd.
199 Lushan Road, SND, Suzhou, Jiangsu, China, 215129, www.csisolar.com, support@csisolar.com

October 2024. All rights reserved, PV Module Product Datasheet V1.2C25_EN
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SMART STRING ENERGY
STORAGE SYSTEM

LUNA2000-7/14/21-51

i 3
&

¢

Flexible Capacity
6.9 kWh per Battery Module

Scalable from 6.9 kWh to 20.7 kWh per Group

Max. 4 Groups with 82.8 kWh for an Inverter®

£

Ultimate Use Experience
-20 °C to +55°C Operating Temperature

Max 10.5kW Charging & Discharging Power -

per Group
Super Quiet Operation

il

More Usable Energy
Module+ Architecture, Built-in Energy Optimizer
Ultra-long Service Time
100% Depth of Discharge

Easy Installation
Cable Free Connection Between Modules
Horizontal Adjustment Design
Quick Commissioning

SOLAR.HUAWEI.COM

Power Module

Battery Module
(Energy Optimizer Included)

Y

5-layer Safety Protection
Cell-level, Electrical-level,
Structural-level
Active Protection, Emergency Protection

Aesthetically Pleasing Design
Breathing Star Ring Display
Silky Curve Design
Simplistic and Borderless

Version No.: 01-202401



(® LUNA2000-7/14/21-S1

Technical Specification LUNA2000-21-S1

LUNA2000-14-S1

LUNA2000-7-51

Performance
Power module LUNA2000-10KW-C1
Number of power modules 1
Battery module LUNA2000-7-E1
Battery module energy 6.9 kWh
Number of battery modules 1 2 3
Battery usable energy! 6.9 kWh 13.8 kWh 20.7 kWh
Max. charging & discharging power 3.5kw 7 kW 10.5 kW
Operating voltage range (single-phase system) 350 - 560 V
Operating voltage range (three-phase system) 600 - 980 V

Communication
Display SOC status indicator, LED indicator
Communication? RS485/FE/CAN
General Specification

590 mm x 255 mm x 510 mm 590 mm x 255 mm x 870 mm 590 mm x 255 mm x 1230 mm

Dimensions (W x D x H)

Weight (Floor stand toolkit included) 80 kg 148 kg 216 kg
Power module dimension (W x D x H) 590 mm x 255 mm x 150 mm

Power module weight 10 kg

Battery module dimensions (W x D x H) 590 mm x 255 mm x 360 mm

Battery module weight3 68 kg

Installation

Floor stand (standard), Wall mounting (optional)

Operating temperature*

-20°C to +55°C (-4°F to +131°F)

Max. operatingaltitude®

4,000 m (13,123 ft.) (Derating above 2,000 m)

Environment®

Outdoor/Indoor

Relative humidity 5%-95%
Cooling Natural convection
Protection rating IP 66

Noise emission <29 dB’

Celltechnology

Lithium iron phosphate (LiFePO,)

Scalability® Max. 4 systems in parallel operation

SUN2000-12/15/17/20/25K-MBO, SUN2000-3/4/5/6/8/10KTL-M1

Compatible inverters®
SUN2000-8/10K-LCO, SUN2000-2/3/3.68/4/4.6/5/6KTL-L1

Standards Compliance (more available upon request)

Certificates ‘ CE, RCM, CEC, VDE2510-50, IEC62619, IEC 60730, UN38.3, ISO13849, REACH, RoHS

Ordering and Deliverable Part

Available for orderingio ‘ LUNA2000-7-E1, LUNA2000-10KW-C1, Wall Mounting Bracket for LUNA2000-7/14/21-S1
1. Test conditions: 100% depth of discharge (DoD), 0.2C rate charge & discharge at 25°C, at the beginning of service life.

2. CAN is for communication between energy storage in parallel scenarios only. Launch time of FE communication is to be determined, please confirm with your local product manager of Huawei for final version.
3. The weight of the battery modules varies with products, with a tolerance of +3%.

4. The output power may be affected by temperature. Please refer to the output derating curve for details.

5. The output power may be affected by altitude. Please refer to the output derating curve for details.

6. Outdoor installation is recommended. For indoor installation instructions, please refer to the user manual.

7. The data is from Huawei lab, and the test condition is 1m distance and typical working voltage.

8. Only SUN2000-12/15/17/20/25K-MBO supports 4 energy storage systems in parallel operation.

9. For details on the timetable of compatibility with SUN2000-8/10K-LCO and SUN2000-2/3/3.68/4/4.6/5/6KTL-L1, please confirm with your local product manager of Huawei for final version

10.The power module and battery modules of the storage system are separately order in the required quantity.

Disclaimer: The preceding values are measured in an internal laboratory of Huawei in a specific environment. The actual values may vary with products, software versions, usage conditions,
and environmental factors.

SOLAR.HUAWEI.COM Version No.: 01-202401



Smart PV Optimizer &

HUAWEI
One—Fit's—All thimizer <55 Module Auto-Mapping Arc Fault Pinpoint
Easier Business Positioning Along PV Cable
Technical Specification SUN2000-450W-P2 SUN2000-600W-P
Input
Rated Input DC Power ' 450 W 600 W
Absolute maximum input voltage 80V
MPPT operating voltage range 10 -80V
Maximum Short Circuit Current (Isc) 145 A
Max. efficiency 99.5 %
Weighted efficiency 99.0 %
Overvoltage category Il
Output
Max. output voltage 80V
Max. output current 15 A
Output bypass 2 Yes
Shutdown output voltage per optimizer 3 oV
Shutdown output impedance per optimizer 1k ohm = 10 %
Communication
Communication Method MBUS
Standard Compliance
Safety IEC62109-1 (class Il safety)
RoHS Yes
General Data
Dimension (W x H x D) 75 x 140 x 28 mm (3.0 x 5.5 x 1.1 inch)
Weight (including cables) 0.6 kg (1.3 lb.)
Installation part (optional) Frame Mounting Bracket / T-shaped Bolt *
Input connector MC4
Input wire length 0.15m
Output connector MC4
Output wire length 1.3 m (4.3 ft)>
Operating temperature / humidity range -40 °C~85 °C>/ 0 %RH ~100 %RH
Degree of protection IP68
Compatible product SUN2000-2/3/3.68/4/4.6/5/6KTL-L1, SUN2000-3/4/5/6/8/10KTL-M1,
SUN2000-12/15/17/20KTL-M2, SUN2000-30/36/40KTL-M3
Long String Design (Full Optimizer) SUN2000-2-6KTL-L1 SUN2000-3-10KTL-M1 | SUN2000-12-20KTL-M2 SUN2000-30-40KTL-M3
Minimum optimizer number per string © 4 6 6 6
Maximum optimizer number per string 25 35 35 25
Maximum DC power per string 6,000 W 10,000 W 12,000 W 12,000 W

*1\In the STC environment, The rated power of the module shall not exceed 1.05 times of the optimizer rated input power.
*2 Power optimizer is bypassed in-the string connected to an operating inverter when it fails to work

*3 Power optimizer output 0Vdc when disconnecting to the inverter or inverter is shutdown.

*4 Allow PV module frame’installation / extruded aluminum profile installation

*5 Fits PV module in landscape and portrait installation.

*6. Require standard 60 cells module to meet the inverter minimum startup voltage

*7 Full power capability refers to online smart design tool. SOLAR.HUAWEI.COM



